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A. PROPOSAL 
 
Annex 4, items 3.1.2.4. and 3.1.2.5., amend to read: 
 
"3.1.2.4. In addition, the vehicles shall undergo the Type-I test or alternatively a Type-III 

test in the case of an O3 trailer. 
 
3.1.2.5. In the Type-I or the Type-III test of a semi-trailer, the mass braked by the latter's 

axle(s) must correspond to the maximum axle load(s) (not including the king pin 
load)." 

 
Annex 11, Appendix 3, item 2.3.2., amend to read: 
 
"2.3.2. In the case of vehicles of categories O3 and O4…" 
 
B JUSTIFICATION 
 
The proposal provides a simplified procedure for the type approval for O3 trailer fitted with an 
axle type approved according to Type III tests. 
 
Currently, if the same axle is used in both O3 and O4 trailers (depending on the number of axles 
used), it will be tested to both the Type-I (O3 trailer) and the Type-III (O4 trailer) requirements. 
The Type-III test is the more stringent test and a braking system meeting this requirement will 
also meet the Type-I test requirement. Therefore, it is proposed to allow that Type-III test results 
be also used for the type approval of a O3 trailer. 
 
The use of O4 test results for O3 trailers is already used in Regulation No. 13 (Annex 19, 
paragraph 5.1.2.). 
 

- - - - - 
 


