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 I. Proposal 

Paragraph 6.1.9.3.1.2., amend to read: 

"6.1.9.3.1.2. The sensor system shall be able to detect on a straight level road:  
(a) an oncoming power driven vehicle (with its dipped-beam 

headlamps switched ON) at a distance extending to at least 400 m;  
(b) a preceding power driven vehicle or a vehicle-trailers combination at 

a distance extending to at least 100 m;  
(c) an oncoming bicycle at a distance extending to at least 75 m, its 

illumination represented by a white lamp with a luminous intensity of 
150 cd with a light emitting area of 10cm² +/- 3cm² and a height 
above a ground of 0.8 mm." 

 

 II. Justification 

1. This proposal aims to clarify the original intent of the regulation regarding the 
automatic/adaptive driving beam (ADB), by further specifying the conditions for the 
requirements for the sensitivity of the sensor system for ADB.  

2. The proposed addition, in parenthesis, to paragraph 6.1.9.3.1.2. clarifies the 
requirement by mentioning the condition meant. It also reflects the real life situation on the 
road during night-time driving conditions, when power driven vehicles are required by law 
to have at least their dipped-beam headlamps switched on (e.g. National traffic circulation 
laws, Vienna Convention ‘1968’). 

3. Editorial correction for indent (b), to read “vehicle-trailer” instead of “vehicle-
trailers”. 
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