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Annex 3, paragraph 1.4.1.2.3., amend to read: 

"1.4.1.2.3. In the case of a vehicle ...  

Category A.  … 

Category B.  The contribution of the electric regenerative braking system to 
the braking force generated shall not exceed that minimum level guaranteed by 
the system design. 

This condition is deemed to be satisfied if the state of charge of the batteries is 
in one of the following conditions: 

(a) At the maximum charge level recommended by the manufacturer, as 
listed in the vehicle specification; 

(b) At a level not less than 95 per cent of the full charge level, where the 
manufacturer has made no specific recommendation; 

(c) At a maximum level resulting from automatic charge control on the 
vehicle; or 

(d) When the tests are conducted without a regenerative braking 
component regardless of the state of charge of the batteries." 

Annex 3, paragraph 1.5.2.4., amend to read: 

"1.5.2.4. In the case of vehicles … 

… of this annex. 

The tests may be conducted without a regenerative braking component. In this 
case, the requirement on the state of charge of the batteries is not applicable." 

Annex 3, paragraph 1.5.3.1., amend to read: 

"1.5.3.1. Vehicles equipped with an electrical regenerative braking system of category 
B may have their batteries re-charged or replaced by a charged set, in order to 
complete the recovery procedure.  

The procedures may be conducted without a regenerative braking component." 

Annex 3, Appendix, introductory paragraph, second sentence, amend to read: 

"The procedure requires the use of a bi-directional DC Watt-hour meter or a 
bi-directional DC Ampere-hour meter." 
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