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I. Proposal 

Annex 7: Procedure for load/speed performance tests 

Paragraph 2.5.2., amend to read: 

"2.5.2. Initial tests speed: 30 km/h less than the maximum rated speed of the tyre the 

speed corresponding to the speed category symbol marked on the tyre 

(see paragraph 2.28.2. of this Regulation) if a 2.0 m diameter test drum is 

used, or 40 km/h less if a 1.7 m diameter test drum is used." 

Paragraph 2.5.2.1., amend to read: 

"2.5.2.1. The initial test maximum speed to be considered for the second test in case 

of tyres suitable for speeds above 240 km/h for tyres identified by means of 

letter code "V" within the size designation (or 270 km/h for tyres identified 

by means of letter code "Z" within the size designation) is 30 km/h less than 

the maximum speed specified by the tyre manufacturer (see paragraph 

4.1.15.) if a 2.0 m diameter test drum is used, or 40 km/h less if a 1.7 m 

diameter test drum is used." 

Insert a new paragraph 2.5.6.1. to read: 

"2.5.6.1. The maximum test speed for the second test in case of tyres suitable for 

speeds above 240 km/h for tyres identified by means of letter code "V" 

within the size designation (or 270 km/h for tyres identified by means of 

letter code "Z" within the size designation) is the maximum speed 

specified by the tyre manufacturer (see paragraph 4.1.15.) if a 2.0 m 

diameter test drum is used, or 10 km/h less if a 1.7 m diameter test drum 

is used." 

Paragraph 2.6.1., amend to read: 

"2.6.1. Twenty minutes to build up from zero to the initial test speed as specified in 

paragraph 2.5.2.1." 

Paragraph 2.6.3., amend to read: 

"2.6.3.  Ten minutes to build up to the maximum test speed as specified in 

paragraph 2.5.6.1." 

II. Justification 

1. Paragraph 2.5.2: Correction of two typographical errors. 

2. Paragraph 2.5.2.1: The wording gives rise to uncertainty in the test procedure of the 

second load/speed performance test to be performed with tyres suitable for speeds above 

240 km/h for tyres identified by means of letter code "V" within the size designation (or 

270 km/h for tyres identified by means of letter code "Z" within the size designation). The 

different procedures result in different performance requirements for a tyre, depending on 

how the test is performed. Therefore, it is proposed to adapt the wording in such a way that 

the test procedure is clear. 

    


