
GE.14- 

Economic Commission for Europe 

Inland Transport Committee 

Working Party on the Transport of Dangerous Goods 

Joint Meeting of Experts on the Regulations annexed to the  

European Agreement concerning the International Carriage  

of Dangerous Goods by Inland Waterways (ADN) 

(ADN Safety Committee) 

Twenty-fifth session 

Geneva, 25–29 August 2014 

Item 4 (b) of the provisional agenda 

Proposals for amendments to the Regulations annexed to ADN: 

Other proposals 

  Corrections to the proposed amendments in ECE/ADN/27 

  Transmitted by the Central Commission for the Navigation of the 

Rhine (CCNR)
1,2

 

1. 1.8.1.2.1, footnote The correction does not apply to the English version. 

2. 1.16.6.4 Replace "according to 1.16.6.4 to the authority competent to issue the 

new certificate of approval" by "according to 1.16.1.4 to the competent authority that will 

issue the new certificate of approval". 

3. 2.2.7  The correction does not apply to the English version. 

4. 3.2.3.3  The correction does not apply to the English version. 

5. 5.4.1.2.5.1 The correction does not apply to the English version. 

6. 7.2.4.77, Table The correction does not apply to the English version. 

7. 8.6.3, question (14)  Delete the following instruction: 

"Insert "O" under the vessel column and "-" under the column loading/unloading place." 

  

 1 In accordance with the programme of work of the Inland Transport Committee for 2012-2016 

(ECE/TRANS/224, para 94, ECE/TRANS/2012/12, programme activity 02.7, (A1b)).  

 2 Distributed in German by the Central Commission for the Navigation of the Rhine under the symbol 

CCNR/ZKR/ADN/WP.15/AC.2/2014/29. 
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Since this is a modification, this text already appears in the relevant columns of the table. 

8. 8.6.3, question 19 Replace "** Only during loading operations" by "** To be 

filled in only if vessel is to be loaded". 

    


