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Section A 

DANGER WARNING SIGNS 

I. Models and general characteristics and symbols 

1. The "A"  DANGER WARNING signs shall be of two models model Aa or model Ab 

both described here and reproduced in Annex 3, except signs to be placed in the immediate 

vicinity of level-crossings and additional signs at approaches to level-crossings or 

opening bridges. A, 28 and A, 29 described in paragraphs 28 and 29 below respectively. 

Model Aa one is an equilateral triangle having one side horizontal and the opposite vertex 

above it; the ground is white or yellow and the border red. Model Ab two is a square with 

one diagonal vertical; the ground is yellow and the border, which is only a rim, is black or 

dark blue. Unless the description specifies otherwise, the symbols displayed on these signs 

shall be black or dark blue. 

2. The size of the normal sized sign of model Aa one shall measure approximately 0.90 

m; that of the small sized sign of model Aa one shall measure not less than 0.60 m. The size 

of the normal sized sign of model Ab two shall measure approximately 0.60 m; that of the 

small sign of model Ab two shall measure not less than 0.40 m. 

3. As regards the choice between models Aa and Ab, see Article 5, paragraph 2, and 

Article 9, paragraph 1, of this Convention. The choice between the models shall be made 

in accordance with Article 5, paragraph 2, and Article 9, paragraph 1, of this 

Convention. 

II. Symbols and instructions for the use of signs Definitions and images 

1.  Dangerous bend or bends 

Warning of a dangerous bend or succession of dangerous bends shall be given by one of 

the following symbols, whichever is appropriate:  

(a) A, 1a: left bend 

(b) A, 1b: right bend 

(c) A, 1c: double bend, or succession of more than two bends, the first to the left 

(d) A, 1d: double bend, or succession of more than two bends, the first to the right. 

LEFT BEND  

A, 1 a (A-01.1) gives warning of a dangerous left bend.  

Images of permitted variants of A, 1 a (A-01.1) sign: 
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RIGHT BEND  

A, 1 b (A-01.2) gives warning of a dangerous right bend. 

Images of permitted variants of A, 1 b (A-01.2) sign: 

 
 

DOUBLE BEND OR SUCCESSION OF MORE THAN TWO BENDS, THE FIRST 

TO THE LEFT  

A, 1 c (A-01.3) gives warning of a dangerous double bend, or succession of more than 

two bends, the first to the left. 

Images of permitted variants of A, 1 c (A-01.3) sign: 

 
 

DOUBLE BEND OR SUCCESSION OF MORE THAN TWO BENDS, THE FIRST 

TO THE RIGHT  

A, 1 d (A-01.4) gives warning of a dangerous double bend, or succession of more than 

two bends, the first to the right. 

Images of permitted variants of A, 1 d (A-01.4) sign: 

 
 

2.  Dangerous descent31 

DANGEROUS DESCENT 

(a) To give warning of a steep descent symbol A, 2a shall be used with the sign of model Aa, 

or symbol A, 2b with the sign of model Ab. 

(b) The left-hand part of symbol A, 2a shall occupy the left-hand corner of the sign panel and 

its base shall extend over the whole width of the panel. The figure in symbols A, 2a and A, 

2b shows the gradient as a percentage; it may be replaced by a ratio (1:10). It shall, however, 

be open to Contracting Parties taking into account as far as possible the provisions of Article 

5, paragraph 2 (b) of this Convention, to use, instead of symbol A, 2a or A, 2b, symbol A, 2c 

if they have adopted the sign of model Aa and symbol A, 2d  if they have adopted the sign 

of model Ab. 
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A, 2 a (A-02.1) gives warning of a dangerous descent. The symbol of either a car or a 

percentage of gradient or both, may be used.  An arrow in the ground colour of the sign 

may be embedded into the black triangular part of the symbol when the percentage 

symbol is used.  

Images of permitted variants of an example of A, 2 a (A-02.1) sign: 

 
 

DANGEROUS DESCENT 

A, 2 c (A-02.2) gives warning of a dangerous descent. The symbol of either a car or a 

percentage of gradient or both, may be used.  An arrow in the ground colour of the sign 

may be embedded into the black triangular part of the symbol when the percentage 

symbol is used.  

Images of permitted variants of A, 2 c (A-02.2) sign: 

 
 

3. Steep ascent32  

STEEP ASCENT 

(a) To give warning of a steep ascent, symbol A, 3a  shall be used with the sign of model Aa 

, or symbol A, 3b  with the sign of model Ab. 

(b) The right-hand part of symbol A, 3a  shall occupy the right-hand corner of the sign panel 

and its base shall extend over the whole width of the panel. The figure in symbols A, 3a  and 

A, 3b  shows the gradient as a percentage; it may be replaced by a ratio (1:10). It shall, 

however, be open to Contracting Parties which have chosen symbol A, 2c  as the symbol for 

a dangerous descent to use symbol A, 3c  instead of A, 3a, and to Contracting Parties which 

have chosen symbol A, 2d  to use symbol A, 3d  instead of A, 3b.  

A, 3 a (A-03.1) gives warning of a steep ascent. The symbol of either a car or a 

percentage of gradient or both, may be used.  An arrow in the ground colour of the sign 

may be embedded into the black triangular part of the symbol when the percentage 

symbol is used.  
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Images of permitted variants of an example of A, 3 a (A-03.1) sign: 

 
 

STEEP ASCENT 

A, 3 c (A-03.2) gives warning of a steep ascent. The symbol of either a car or a 

percentage of gradient or both, may be used.  An arrow in the ground colour of the sign 

may be embedded into the black triangular part of the symbol when the percentage 

symbol is used.  

Images of permitted variants of A, 3 c (A-03.2) sign: 

 
 

4. Carriageway narrows  

CARRIAGEWAY NARROWS  

Warning that the carriageway ahead is narrower shall be given by the symbol A, 4a or by a 

symbol showing the outline of the road more clearly, such as A, 4b .  

A, 4 a (A-04.1) gives warning that the carriageway ahead is narrower. 

Images of permitted variants of A, 4 a (A-04.1) sign: 
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CARRIAGEWAY NARROWS LEFT  

A, 4 b (A-04.2) gives warning that the carriageway ahead is narrower on the left-hand 

side. 

Images of permitted variants of A, 4 b (A-04.2) sign: 

 
 

CARRIAGEWAY NARROWS RIGHT  

A, 4 c (A-04.3) gives warning that the carriageway ahead is narrower on the right -hand 

side. 

Images of permitted variants of A, 4 c (A-04.3) sign: 

 
 

5. Opening bridge 

OPENING BRIDGE 

(a) Warning of a opening bridge shall be given by the symbol A, 5.  

A, 5 (A-05.0) gives warning of an opening bridge.  

(b) A rectangular panel of model The sign A, 29a (A-26.1) described in paragraph 29 below 

may be placed below this signthe danger warning sign bearing symbol A, 5 provided that 

panels of model signs A, 29b and A, 29c (A-26.2 and A-26.3) described in that paragraph 

are set up at approximately one third and two thirds of the distance between the the sign 

A29a bearing symbol A, 5 and the opening bridge.  

Images of permitted variants of A, 5 (A-05.0) sign: 

 
 

6. Road leads on to quay or river bank  

QUAY OR RIVER BANK  

Warning that the road is about to lead on to a quay or river bank shall be given by symbol 

A,6. 
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A, 6 (A-06.0) gives warning that the road is about to lead on to a quay or river bank. 

Images of permitted variants of A, 6 (A-06.0) sign: 

 
 

7. Uneven road  

UNEVEN ROAD 

(a) Warning of dips, hump bridges or ridges, or of sections where the carriageway is in bad 

condition shall be given by symbol A, 7a.  

(b) To give warning of a hump bridge or ridge, symbol A, 7a may be replaced by symbol A, 

7b.  

(c) To give warning of a dip, symbol A, 7a may be replaced by symbol A,7c.  

A, 7a (A-07.1) gives warning of dips, hump bridges or ridges, or of sections where the 

carriageway is in bad condition. 

Images of permitted variants of A, 7 a (A-07.1) sign: 

 
 

SPEED HUMP 

A, 7 b (A-07.2) gives warning of a  a speed hump. 

Images of permitted variants of A, 7 b (A-07.2) sign: 
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DIP 

A, 7 c (A-07.3) gives warning of a dip. 

Images of permitted variants of A, 7 c (A-07.3) sign: 

 
 

8. Dangerous shoulders  

DANGEROUS SHOULDERS 

(a) Warning of a section of road where the shoulders are particularly dangerous shall be given 

by symbol A, 8.  

(b) The symbol may be reversed. 

A, 8 (A-08.0) gives warning of a section of road where the shoulders are particularly 

dangerous. The symbol on this sign may be reversed.  

Images of permitted variants of A, 8 (A-08.0) sign: 

 

reversed symbol: 

 

 

reversed symbol: 

 

9. Slippery road  

SLIPPERY ROAD 

Warning that the section of road ahead may be particularly slippery shall be given by symbol 

A, 9 
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A, 9 (A-09.0) gives warning that the section of road ahead may be particularly slippery. 

Images of permitted variants of A, 9 (A-09.0) sign: 

 
 

10. Loose gravel  

LOOSE GRAVEL  

Warning of a section of road on which gravel may be thrown up shall be given by symbol A, 

10a used with the sign of model Aa or by symbol A, 10b with the sign of model Ab .  

A, 10 a (A-10.0) gives warning of a section of road on which gravel may be thrown up. 

The symbol on this sign may be reversed. 

Images of permitted variants of A, 10 a (A-10.0) sign: 

 

reversed symbol: 

 

 

reversed symbol: 

 

11.  Falling rocks  

FALLING ROCKS  

(a) Warning of a section of road on which there is danger from falling rocks and the 

consequent presence of rocks on the carriageway shall be given by symbol A, 11a used with 

the sign of model Aa or by symbol A, 11b with the sign of model Ab .  

(b) The right-hand part of the symbol shall occupy the right-hand corner of the sign panel in 

both cases.  

(c) The symbol may be reversed.  

A, 11 a (A-11.0) gives warning of a section of road on which there is danger from falling 

rocks and the consequent presence of rocks on the carriageway. The symbol on this sign 

may be reversed. 
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Images of permitted variants of A, 11 a (A-11.0) sign: 

 

reversed symbol: 

 

 

reversed symbol: 

 

12.  Pedestrians crossing33  

(a) Warning of a pedestrian crossing indicated either by road markings, or by signs E, 12 

shall be given by symbol A, 12 of which there are two models: A, 12a and A, 12b .  

{ 33 See also point 17 of the Annex of the European Agreement[deleted]}  

(b) The symbol may be reversed.  

PEDESTRIAN CROSSING 

 A, 12 a (A-12.1) gives warning of a pedestrian crossing indicated either by road 

markings of broad stripes parallel to the axis of the carriageway ,or by sign E, 12 (E-

10.3). The symbol on this sign may be reversed. 

Images of permitted variants of A, 12 a (A-12.1) sign: 

 

reversed symbol: 

 

 

reversed symbol: 
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PEDESTRIAN 

A, 12 b (A-12.2) gives warning of a section of road frequented by pedestrians. The 

symbol on this sign may be reversed. 

Images of permitted variants of A, 12 b (A-12.2) sign: 

 

reversed symbol: 

 

 

reversed symbol: 

 

13. Children  

(a) Warning of a section of road frequented by children, such as the exit from a school or 

playground shall be given by symbol A, 13.  

(b) The symbol may be reversed. 

CHILDREN  

A, 13 (A-13.0) gives warning of a section of road frequented by children, such as the exit 

from a school or playground. The symbol on this sign may be reversed. 

Images of permitted variants of A, 13 (A-13.0) sign: 

 

reversed symbol: 

 

 

reversed symbol: 

 

14. Cyclists entering or crossing  

CYCLISTS ENTERING OR CROSSING 

(a) Warning of a point at which cyclists frequently enter or cross the road shall be given by 

symbol A, 14.  
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(b) The symbol may be reversed.  

A, 14 (A-14.0) gives warning of a point at which cyclists frequently enter or cross the 

road. The symbol on this sign may be reversed. 

Images of permitted variants of A, 14 (A-14.0) sign: 

 

reversed symbol: 

 

 

reversed symbol: 

 

15. Cattle or other animals crossing  

DOMESTIC ANIMALS CROSSING  

(a) Warning of a section of road on which there is a particular danger of animals crossing 

shall be given by a symbol representing the silhouette of the animal, domestic or wild, most 

frequently encountered, such as symbol A, 15a for a domestic animal and symbol A, 15b for 

a wild animal.  

(b) The symbol may be reversed.  

A, 15 a (A-15.1) gives warning of a section of road on which there is a particular danger 

of domestic animals crossing. The symbol shall represent the silhouette of the domestic 

animal most frequently encountered. The symbol on this sign may be reversed. 

Images of permitted variants of an example of A, 15 a (A-15.1) sign: 

 

reversed symbol: 

 

 

reversed symbol: 
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WILD ANIMALS CROSSING  

A, 15 b (A-15.2) gives warning of a section of road on which there is a particular danger 

of wild animals crossing. The symbol shall represent the silhouette of the wild animal 

most frequently encountered. The symbol on this sign may be reversed. 

Images of permitted variants of an example of A, 15 b (A-15.2) sign: 

 

reversed symbol: 

 

 

reversed symbol: 

 

16. Road works  

ROAD WORKS 

Warning that work is in progress on the section of the road ahead shall be given by symbol 

A, 16. 

A, 16 (A-16.0) gives warning that work is in progress on the section of the road ahead. 

Images of permitted variants of A, 16 (A-16.0) sign: 

 
 

17. Traffic l ight signals  

TRAFFIC LIGHT SIGNALS  

(a) If it is considered essential to give warning of a section of road on which traffic is 

regulated by three-colour light signals, because road users would not expect such a section, 

symbol A, 17 shall be used. There are three models of symbol A, 17: A, 17a ; A, 17b ; and 

A, 17c , which correspond to the arrangements of lights in the three-colour system described 

in Article 23, paragraphs 4 to 6 of this Convention.  

(b) This symbol shall be in the three colours of the lights of which it gives warning.  

A, 17 (A-17.0) gives warning of a section of road on which traffic is regulated by three-

colour traffic light signals. The symbol of traffic light signals shall be surrounded by a 

dark colour narrow strip.  
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This sign shall only be used on road sections on which road users would not expect 

traffic  light signals. The symbol shall be in the three colours of the traffic lights of which 

it gives warning. 

This sign may be set up to supplement or replace the signs described in paragraphs 18 

to 21 if traffic at the intersection is regulated by a traffic light signal. 

Images of permitted variants of A, 17 a (A-17.0) sign: 

 
 

18.  Intersection where the priority is prescribed by the general priority rule34  

{ 34 See also point 17 of the Annex of the European Agreement[deleted]}  

INTERSECTION WITH GENERAL PRIORITY RULE  

(a) Warning of an intersection where the priority is that prescribed by the general priority 

rule in force in the country shall be given by symbol A, 18a used with sign Aa or by symbol 

A, 18b used with sign Ab .  

A, 18 a (A-18.1) gives warning of an intersection where the priority is that prescribed 

by the general priority rule in force in the country. 

Images of permitted variants of A, 18 a (A-18.1) sign: 

 
 

(b) Symbols A, 18a and A, 18b may be replaced by symbols which show the nature of the 

intersection more clearly, such as A, 18c ; A, 18d ; A, 18e ; A, 18f and A, 18g .  

INTERSECTION WITH GENERAL PRIORITY RULE  

A, 18 b (A-18.2) gives warning of an intersection where the priority is that prescribed 

by the general priority rule in force in the country and shows an example of a specific 

nature of the intersection. 

Images of permitted variants of an example of A, 18 b (A-18.2) sign: 

  

19. Intersection with a road the users of which must give way  
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(a) Warning of an intersection with a road the users of which must give way shall be given 

by symbol A, 19a .  

INTERSECTION WITH A GIVE WAY ROAD  

A, 19 a (A-19.1) gives warning of an intersection with a road the users of which must 

give way. 

Images of permitted variants of A, 19 a (A-19.1) sign: 

 
 

(b) Symbol A, 19a may be replaced by symbols which show the nature of the intersection 

more clearly, such as A, 19b and A, 19c . 

INTERSECTION WITH A GIVE WAY ROAD  

A, 19 b (A-19.2) gives warning of an intersection with a road the users of which must 

give way and shows an example of a specific nature of the intersection.  

Images of permitted variants of an example of A, 19 b (A-19.2) sign: 

 
 

(c) These symbols The signs A, 19 a and A, 19 b (A-19.1 and A-19.2) may be used on 

a road only if sign B, 1 or sign B, 2 (B-01.0 or sign B-02.0) is placed on the road or roads 

with which it forms the intersection of which warning is given, or if these roads are such (for 

example, paths or earth-tracks) that, under domestic legislation, drivers using them are 

required to give way at the intersection even in the absence of such signs. The use of these 

symbols on roads on which sign B, 3 (B-03.0) is set up shall be confined to certain 

exceptional cases.  

20. Intersection with a road to whose users drivers must give way35 

{ 35 See also point 17 of the Annex of the European Agreement[deleted]}  

(a) If the "GIVE WAY" sign B, 1 is placed at the intersection, the symbol A, 20 shall be used 

at the approach.  

(b) If the "STOP" sign B, 2 is placed at the intersection, the symbol used at the approach shall 

be A, 21a or A, 21b whichever corresponds to the model of sign B, 2 set up. (c) However, 

instead of sign Aa with these symbols, sign B, 1 or sign B, 2 may be used in conformity with 

Article 10, paragraph 6, of this Convention.  

[deleted] 

21. Roundabout  
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ROUNDABOUT 

Warning of a roundabout shall be given by symbol A, 22. 

A, 22 (A-20.0) gives warning of a roundabout. The symbol on this sign shall be reversed 

for traffic keeping to the left. 

Images of permitted variants of A, 22 (A-20.0) sign: 

 

reversed symbol: 

 

 

reversed symbol: 

 

22. Intersection where traffic is regulated by a light signal36  

{ 36 See also point 17 of the Annex of the European Agreement[deleted]}  

If traffic at the intersection is regulated by a light signal, a sign Aa or Ab , bearing symbol A, 

17 described in paragraph 17 above may be set up to supplement or replace the signs 

described in paragraphs 18 to 21 above.   

[deleted]   

23. Two-way traffic  

TWO-WAY TRAFFIC  

(a) Warning of a section of road temporarily or permanently carrying two-way traffic on the 

same carriageway when, on the previous section, traffic was carried on a one-way road or on 

a road comprising several one-way traffic carriageways, shall be given by the symbol A, 23.  

(b) The sign bearing this symbol shall be repeated at the beginning of the section and along 

the section as frequently as may be necessary.  

A, 23 (A-21.0) gives warning of a section of road temporarily or permanently carrying 

two-way traffic on the same carriageway when, on the previous section, traffic was 

carried on a one-way road or on a road comprising several one-way traffic 

carriageways. This sign shall be repeated at the beginning of the section and along the 

section as frequently as may be necessary. The symbol on this sign shall be reversed for 

traffic keeping to the left. 
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Images of permitted variants of A, 23 (A-21.0) sign: 

 

reversed symbol: 

 

 

reversed symbol: 

 

24. Traffic congestion  

TRAFFIC CONGESTION 

(a) Warning that there may be traffic congestion on the section of road ahead shall be given 

by symbol A, 24.  

(b) The symbol may be reversed.  

A, 24 (A-22.0) gives warning that there may be traffic congestion on the section of road 

ahead. The symbol on this sign may be reversed for traffic keeping to the left. 

Images of permitted variants of A, 24 (A-22.0) sign: 

 

reversed symbol: 

 

 

reversed symbol: 

 

25. Level-crossings with gates  

LEVEL -CROSSINGS WITH GATES 

Warning of level-crossings with gates or staggered half-gates on either side of the railway 

line, shall be given by symbol A, 25.  

A, 25 (A-23.1) gives warning of level-crossings with gates or staggered half-gates on 

either side of the railway line. The symbol on this sign may be reversed. The barrier  
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shown on the sign may be of colours applied by a State concerned in accordance with 

Article 35, paragraph 1 of this Convention. 

Images of permitted variants of A, 25 (A-23.1) sign: 

 

reversed symbol: 

 

 

reversed symbol: 

 

26. Other level-crossings37  

OTHER LEVEL -CROSSINGS 

Warning of other level-crossings shall be given by symbol A, 26 a or A, 26 b , or by symbol 

A, 27 as appropriate.  

A, 26 a (A-23.2) gives warning of level-crossings without gates or staggered half-gates 

on either side of the railway line. It may be replaced by sign A, 26 b (A-23.3) or A, 27 

(A-24.0). The symbol on this sign may be reversed for traffic keeping to the left. 

Images of permitted variants of A, 26 a (A-23.2) sign: 

 

reversed symbol: 

 

 

reversed symbol: 
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OTHER LEVEL -CROSSINGS 

A, 26 b (A-23.3) gives warning of level-crossings without gates or staggered half-gates 

on either side of the railway line. It may be replaced by sign A, 26 a (A-23.2) or A, 27 

(A.24.0). 

Images of permitted variants of A, 26 b (A-23.3) sign: 

 
 

27. Intersection with a tramway line  

INTERSECTION WITH A TRAMWAY LINE  

To give warning of an intersection with a tramway line, unless such intersection is a 

levelcrossing as defined in Article 1 of the Convention, symbol A, 27 may be used.  

A, 27 (A-24.0) gives warning of an intersection with a tramway line, unless such 

intersection is a level crossing as defined in Article 1 of the Convention. The symbol on 

this sign may be reversed for traffic keeping to the left. If such intersection is considered 

as level crossing, this sign may be replaced by A, 26 a (A-23.2) or A, 26 b (A.23.3). 

NOTE - If it is considered necessary to give warning of intersections between a road and a 

railway track at which rail traffic proceeds very slowly and road traffic is regulated by a 

railwayman accompanying the railway vehicles and making the necessary hand signals, sign 

A, 32 described in paragraph 32 below shall be used. [comment: already available in para 32] 

Images of permitted variants of A, 27 (A-24.0) sign: 

 
 

28. Signs to be placed in the immediate vicinity of level-crossings38 

LEVEL -CROSSINGS 

(a) There are three four  models of sign A, 28 referred to in Article 35, paragraph 2 of this 

Convention: A, 28 a, A, 28 b, and A, 28 c and A, 28 d.  

(b) Models A, 28 a and A, 28 b c shall have a white or yellow ground and a red or black 

border or may show red stripes (with or without a red or black border) on condition 

that neither the general appearance nor the effectiveness of the signs is impaired 

thereby; model A, 28 c b and A, 28 d shall have a white or yellow ground and a black border; 

the inscription on model A, 28 c b and A, 28 d shall be in black letters. Models A, 28 c b 

and A, 28 d shall be used only if the railway line comprises at least two tracks; with model 

A, 28 c d the additional panel shall be affixed to indicate the number of tracks. 

A, 28 a (A-25.1) gives warning of immediate vicinity of a level-crossing with one track. 

It is of an X-shaped cross with a white or yellow ground and a red or black border or 

may show red stripes (with or without a red or black border). It may be replaced by 

sign A, 28 b (A-25.2).  
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Image of a permitted variant of A, 28 a (A-25.1) sign: 

 

LEVEL -CROSSINGS 

A, 28 b (A-25.2) gives warning of immediate vicinity of a level-crossing with one track. 

It is of an X-shaped cross with a white or yellow ground and a black border and black 

inscription. It may be replaced by sign A, 28 a (A-25.1). 

Images of a permitted variant of an example of A, 28 b (A-25.2) sign: 

 

LEVEL -CROSSINGS 

A, 28 c (A-25.3) gives warning of immediate vicinity of a level-crossing with at least two 

tracks. It is identical to the sign A, 28 a (A-25.1) except that it is supplemented by half 

of an X-shaped cross affixed below. It may be replaced by sign A, 28 d (A-25.4).  

Image of a permitted variant of A, 28 c (A-25.3) sign: 

 

LEVEL -CROSSINGS 

A, 28 d (A-25.4) gives warning of immediate vicinity of a level-crossing with at least two 

tracks. It is identical to the sign A, 28 b (A-25.2) except that it is supplemented by an 

additional panel affixed below indicating the number of tracks. It may be replaced by 

sign A, 28 c (A-25.3). 

Image of a permitted variant of an example of A, 28 d (A-25.4) sign: 
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If a Contracting Party decides to use the sign A, 28 a (A-25.1) at a level-crossing with 

one track it shall use the sign A, 28 c (A-25.3) at a level-crossing with at least two tracks, 

or alternatively use signs A, 28 b (A-25.2) and A, 28 d (A-25.4). 

29. Additional signs at approaches to level-crossings or opening bridges 

APPROACHES TO LEVEL -CROSSINGS OR OPENING BRIDGES 

(a) Signs A, 29a, A, 29b and A, 29c may be used to give warning of and distance at 

approaches to level-crossings and swing bridges. These signs are rectangular having its 

longer sides vertical and bear respectively three, two and one oblique red stripes on a white 

or yellow ground, with the latter two signs set up at about two thirds and one third of the 

distance between the sign A, 29a and the railway line or swing bridge. These signs may be 

repeated on the opposite side of the carriageway. The stripes shall slope downwards towards 

the carriageway. 

(b) The danger warning sign for the level-crossing or swing bridge may be placed above 

signs A, 29b and A, 29c in the same way as it shall be placed above sign A, 29a. 

A, 29 a (A-26.1) gives warning of and distance at approaches to level-crossings and 

opening bridges. It shall be placed under the signs A, 25, A, 26 a, A, 26 b, A, 27 or A, 5 

(A-23.1, A-23.2, A-23.3, A-24.0 and A-05.0). It is a rectangle having its longer sides 

vertical and bears, preferably centered, three oblique red stripes on a white or yellow 

ground. It may be repeated on the opposite side of the carriageway. The stripes shall 

slope downwards towards the carriageway. 

Images of permitted variants of A, 29 a (A-26.1) sign: 

 

reversed stripes: 

 

APPROACHES TO LEVEL -CROSSINGS OR SWINGOPENING BRIDGESA, 29 b 

(A-26.2) gives warning of and distance at approaches to level-crossings and opening 

bridges. It may be placed under the signs A, 25, A, 26 a, A, 26 b, A, 27 or A, 5 (A-23.1, 

A-23.2, A-23.3, A-24.0 and A-05.0). It is a rectangle having its longer sides vertical and 

bears, preferably centered, two oblique red stripes on a white or yellow ground. It is set 

up at about two thirds of the distance between the railway line or opening bridge and 

the sign A, 29 a (A-26.1). It may be repeated on the opposite side of the carriageway. 

The stripes shall slope downwards towards the carriageway.  

Images of permitted variants of A, 29 b (A-26.2) sign: 

 

reversed stripes: 
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APPROACHES TO LEVEL -CROSSINGS OR SWING BRIDGES 

A, 29 c (A-26.3) gives warning of and distance at approaches to level-crossings and 

opening bridges. It may be placed under the signs A, 25, A, 26 a, A, 26 b, A, 27 or A, 5 

(A-23.1, A-23.2, A-23.3, A-24.0 and A-05.0). It is a rectangle having its longer sides 

vertical and bears, preferably centered, one oblique red stripe on a white or yellow 

ground and it is set up at about one third of the distance between the railway line or 

opening bridge and the sign A, 29 a (A-26.1). It may be repeated on the opposite side of 

the carriageway. The stripe shall slope downwards towards the carriageway.  

Images of permitted variants of A, 29 c (A-26.3) sign: 

 

reversed stripe: 

 

30. Airfield  

(a) Warning of a section of road likely to be flown over at low altitude by aircraft taking off 

from or landing on an airfield shall be given by symbol A, 30.  

(b) The symbol may be reversed.  

AIRFIELD  

A, 30 (A-27.0) gives warning of a section of road likely to be flown over at low altitude 

by aircraft taking off from or landing on an airfield.   

Images of permitted variants of A, 30 (A-27.0) sign: 

 
 

31. Cross-wind  

CROSS-WIND  
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(a) Warning of a section of road on which there is often a strong cross-wind shall be given 

by symbol A, 31.  

(b) The symbol may be reversed.  

A, 31 (A-28.0) gives warning of a section of road on which there is often a strong cross-

wind. The symbol on this sign may be reversed. 

Images of permitted variants of A, 31 (A-28.0) sign: 

 

reversed symbol: 

 

 

reversed symbol:  

 

32. Other dangers  

OTHER DANGERS 

(a) Warning of a section of road on which there is a danger other than those enumerated in 

paragraphs 1 to 31 above or in section B of this annex may be given by symbol A, 32.  

A, 32 (A-29.0) gives warning of a section of road on which there is a danger other than 

those enumerated in paragraphs 1 to 31 above or in section B of this annex. Sign A, 32 

may be used, for example, to give warning of intersections with railway tracks at which 

rail traffic proceeds very slowly and road traffic is regulated by a railwayman 

accompanying the railway vehicles and making the necessary hand signals. 

(b) It shall, however, be open to Contracting Parties to adopt graphic symbols in conformity 

with the provisions of Article 3, paragraph 1 (a) (ii) of this Convention.  

(c) Sign A, 32 may be used, in particular, to give warning of intersections with railway tracks 

at which rail traffic proceeds very slowly and road traffic is regulated by a railwayman 

accompanying the railway vehicles and making the necessary hand signals. 
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Images of permitted variants of A, 32 (A-29.0) sign: 

 
 

Section B 

PRIORITY SIGNS 

NOTE - At an intersection comprising a priority road in which there is a bend, an additional 

panel H, 8 bearing a diagram of the intersection which shows the outline of the priority road 

may be placed below danger signs giving warning of the intersection or below priority signs, 

whether they are set up at the intersection or not. 

Definitions, images and characteristics 

1. "GIVE WAY" sign39 

(a) The "GIVE WAY" sign shall be sign B, 1. It shall be used to notify drivers that, at 

the intersection where the sign is placed, they must give way to vehicles on the road they 

are approaching. It shall consist of an equilateral triangle having one side horizontal and 

the opposite vertex below it. The ground shall be white or yellow and the border red. The 

sign shall bear no symbol. 

GIVE WAY  

B, 1 (B-01.0) notifies drivers that, at the intersection where the sign is placed, they must 

give way to vehicles of the road they are approaching. It shall consist of an equilateral 

triangle having one side horizontal and the opposite vertex below it. The ground shall 

be white or yellow and the border red. The sign shall bear no symbol. 

(b) The side of the normal sized sign shall measure approximately 0.90 m; the side of the 

small sign shall measure not less than 0.60 m.  

(c) B, 1 (B-01.0) may be used in conjunction with an additional panel H, 8 (H-08.0) 

described in section H, paragraph 6 subsection II, paragraph 5 of this Annex, in order 

to indicate to drivers the outline of the priority road.  

To give warning of sign B, 1 (B-01.0) placed at intersection, sign B, 1 (B-01.0) 

supplemented by an additional panel H, 1 (H-01.0), described in section H, paragraph 

2 (a)  paragraph 1 of this Annex shall be used at the approach by Contracting Parties 

using model one for danger warning signs. If a Contracting Party uses model two 

(square with one vertical diagonal) for danger warning signs, the sign B, 1 (B-01.0) shall 

be depicted on the panel of model two for danger warning signs.   

Image of a permitted variant of B, 1 (B-01.0) sign: 

 

Images of permitted variants of a warning to give way: 
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2. "STOP" sign40 

{ 40 See also point 18 of the Annex of the European Agreement[deleted]}  

(a) The "STOP" sign shall be sign B, 2, which shall be used to notify drivers that, at 

the intersection where the sign is placed, they shall stop before entering the intersection 

and give way to vehicles on the road they are approaching. of which tThere are two 

models of this sign: 

(i) Model B, 2a is octagonal with a red ground surrounded by white rim and bearing 

the word ñSTOPò inscription  in white in English or in the language of the State concerned; 

the height of the word shall be no less than one third of the height of the panel; 

(ii)  Model B, 2b is circular with a white or yellow ground and a red yellow border; it 

bears within it sign B, 1 without any inscription, and near the top, in large letters, the word 

ñSTOPò inscription  in black or dark blue, in English or in the language of the State 

concerned. 

STOP 

B, 2 (B-02.0) notifies drivers that, at the intersection where the sign is placed, they must 

stop before entering the intersection and give way to vehicles on the road they are 

approaching. It is an octagon with a red ground surrounded by a white rim and bears 

the ñSTOPò inscription in white in English or in the language of the State concerned. 

The height of the inscription shall be no less than one third of the height of the panel. 

(b) The height of the normal sized sign B, 2 a (B-02.0) and the diameter of the normal 

sized sign B, 2b shall be approximately 0.90 m; the same dimensions of the small signs and 

shall be not less than 0.60 m for a small sized sign. 

(c) As regards the choice between models B, 2a and B, 2b, see Article 5, paragraph 2, and 

Article 10, paragraph 3, of this Convention. 

(d) B, 2 (B-02.0) and B, 2 b may be used in conjunction with an additional panel H, 

8 (H-08.0) described in section H, paragraph 6 subsection II, paragraph 5 of this Annex, 

in order to indicate to drivers the outline of the priority road. 

To give warning of sign B, 2 (B-02.0) placed at intersection, sign B, 1 (B-01.0) 

supplemented by an additional panel bearing the "STOP" inscription, or its equivalent 

in national language and a figure indicating the distance to the sign B, 2 (B-02.0) shall 

be used at the approach by Contracting Parties using model one for danger warning 

signs. Shall a Contracting Party use model two (square with one vertical diagonal) for 

danger warning signs, the sign B, 2 (B-02.0) shall be depicted on the panel of model two  

for danger warning signs. 

Image of B, 2 (B-02.0) sign: 

 

Images of permitted variants of a warning to stop: 

 

3. "PRIORITY ROAD" sign 

PRIORITY ROAD  

(a) The "PRIORITY ROAD" sign shall be sign B, 3 (B-03.1) which shall be used to 

notifies drivers that, at intersections of that road with other roads, they have priority for 
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passage over vehicles moving along or coming from such the other roads are required 

to give way to vehicles moving along that road. It shall consist of a square with one 

diagonal vertical. The rim of the sign shall be black; the sign shall have in its centre a yellow 

or orange square with a black rim; the space between the two squares shall be white. 

(b) The side of the normal sized sign shall measure approximately 0.50 m; the side of the 

small sign shall measure not less than 0.35 m. 

(c) B, 3 (B-03.1) may be used in conjunction with an additional panel H, 8 (H-08.0) 

described in section H, paragraph 6 subsection II, paragraph 5 of this Annex, in order 

to indicate to drivers the outline of the priority road. 

Image of B, 3 (B-03.1) sign: 

 

4. "END OF PRIORITY" sign 

END OF PRIORITY  ROAD 

(a) The "END OF PRIORITY" sign shall be sign B, 4 (B-03.2) which shall be used to 

notifies y drivers that the road along which they are moving ceases to have priority over 

other roads. It shall consist of sign B, 3 (B-03.1) above with the addition of a black or grey 

median band perpendicular to the lower left and upper right sides of the square or, 

preferably, of grey black parallel lines forming such a band. 

(b) B, 4 (B-03.2) may be used in conjunction with an additional panel H, 8 (H-08.0) 

described in section H, paragraph 6 subsection II, paragraph 5 of this Annex, in order 

to indicate to drivers the outline of the priority road. 

Image a permitted variant of B, 4 (B-03.2) sign: 

 

5. Sign indicating priority for oncoming traffic 

PRIORITY FOR ONCOMING TRAFFIC  

B, 5 a (B-04.1) notifies drivers that entry into the narrow section is prohibited so long 

as it is not possible to pass through that section without obliging oncoming vehicles to 

stop. It shall be used on a narrow section of road where passing is difficult or impossible, 

traffic is regulated and, because where drivers can see the whole length of the section 

clearly both at night and by day, and no traffic light signals are installed. The sign shall 

be set up facing the traffic on the side which does not have priority. The symbol on this 

sign shall be reversed for traffic keeping to the left. 

(a) If, on a narrow section of road where passing is difficult or impossible, traffic is regulated 

and if, because drivers can see the whole length of the section clearly both at night and by 

day, such regulation is carried out by giving priority to traffic moving in one direction and 

not by installing traffic light signals, sign B, 5 "PRIORITY FOR ONCOMING TRAFFIC" 
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shall be set up facing the traffic on the side which does not have priority. This sign shall mean 

that entry into the narrow section is prohibited so long as it is not possible to pass through 

that section without obliging oncoming vehicles to stop.  

(b) This sign shall be round, with a white or yellow ground and a red border; the arrow 

indicating the direction having priority shall be black and that indicating the other direction 

red. The arrows shall be parallel. 

Image of a permitted variant of B, 5 a (B-04.1) sign: 

 

reversed symbol: 

 

PRIORITY FOR ONCOMING TRAFFIC  

B, 5 b (B-04.2) notifies drivers that entry into the narrow section is prohibited so long 

as it is not possible to pass through that section without obliging oncoming vehicles to 

stop. It shall be used on a narrow section of road where passing is difficult or impossible, 

traffic is regulated and, because where drivers can see the whole length of the section 

clearly both at night and by day, and no traffic light signals are installed. The sign shall 

be set up facing the traffic on the side which does not have priority. The symbol on this 

sign shall be reversed for traffic keeping to the left. 

This sign shall be round, with a white or yellow ground and a red border; the arrow 

indicating the direction having priority shall be black and that indicating the other 

direction red. The arrowheads shall be joining one another at the centre of this sign. 

This sign may be used instead of sign B, 5 a (B-04.1) taking into account as far as 

possible the provisions of Article 5, paragraph 2 (b) of this Convention.  

Image of a permitted variant of B, 5 b (B-04.2) sign: 

 

reversed symbol: 
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6. Sign indicating priority over oncoming traffic  

PRIORITY OVER ONCOMING TRAFFIC  

B, 6 a (B-05.1) notifies drivers when entering into the narrow section that they have 

priority over oncoming vehicles. It shall be used on a narrow section of road where 

passing is difficult or impossible and where drivers can see the whole length of the 

section clearly both at night and by day, and no traffic light signals are installed. The 

sign shall be set up facing the traffic on the side which has priority. The symbol on this 

sign shall be reversed for traffic keeping to the left. 

 This sign shall be rectangular with a blue ground; the arrow pointing upwards shall be 

white and the other arrow red. The arrows shall be parallel. When the sign B, 6 a (B-

05.1) is used, a the sign B, 5 a (B-04.1) shall be placed on the road, at the other end of 

the narrow section, for traffic moving in the opposite direction. 

Image of a permitted variant of B, 6 a (B-05.1) sign: 

 

reversed symbol: 

 

 PRIORITY OVER ONCOMING TRAFFIC B, 6 b (B-05.2) notifies drivers when 

entering into the narrow section that they have priority over oncoming vehicles. It shall 

be used on a narrow section of road where passing is difficult or impossible and where 

drivers can see the whole length of the section clearly both at night and by day, and no 

tra ffic light signals are installed. The sign shall be set up facing the traffic on the side 

which has priority. The symbol on this sign shall be reversed for traffic keeping to the 

left. 

 This sign shall be rectangular with a blue ground; the arrow pointing upwards shall be 

white and the other arrow red. The arrows shall be shall be joining one another at the 

centre. When the sign B, 6 b (B-05.2) is used, a the sign B, 5 b (B-04.2) shall be placed 

on the road, at the other end of the narrow section, for traffic moving in the opposite 

direction. This sign may be used instead of sign B, 6 a (B-05.1) taking into account as 

far as possible the provisions of Article 5, paragraph 2 (b) of this Convention. 

 

Image of a permitted variant of B, 6 a (B-05.1) sign: 
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reversed symbol: 

 

Section C 

PROHIBITORY OR RESTRICTIVE SIGNS 

I. General characteristics and symbols 

1. Prohibitory and restrictive signs shall be circular; their diameter shall be not less than 

0.60 m outside built-up areas and not less than 0.40 m or 0.20 m for signs prohibiting or 

restricting standing and parking in built-up areas.  

2.  Unless otherwise specified where the signs in question are described, prohibitory or 

restrictive signs shall have a white or yellow ground or blue ground for signs prohibiting or 

restricting standing and parking with a wide red border; the symbols and the inscriptions, if 

any, shall be black or dark blue and the oblique bars, if any, shall be red and shall slope 

downwards from left to right.  

3. Contracting Parties may omit the red oblique bar from signs C, 3a to C, 3ln and 

C, 4 a and C, 4 b (C-03.1 to C-03.14 and C-04.1 and C-04.2)41.  

{ 41 See also point 19 of the Annex of the European Agreement}  

II. Description Definitions and images 

1. Prohibition and restriction of entry41bis 

{ 41bis See also point 19 of the Annex of the European Agreement}  

(a) Notification that entry is prohibited for all vehicles shall be given by sign C, 1, "NO 

ENTRY", of which there are two models: C, 1a , and C, 1b .  

NO ENTRY 

C, 1 a (C-01.1) notifies that entry is prohibited for all vehicles. It may be replaced by 

sign C, 1 b (C-01.2). The choice between the C, 1 a and C, 1 b shall be made in 

accordance with Article 5, paragraph 2 of this Convention. 

 

Image of a permitted variant of C, 1 a (C-01.1) sign: 
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 NO ENTRY 

C, 1 b (C-01.2) notifies that entry is prohibited for all vehicles. It may be replaced by 

sign C, 1 a (C-01.1). The choice between the C, 1 a and C, 1 b shall be made in 

accordance with Article 5, paragraph 2 of this Convention. 

Image of a permitted variant of C, 1 b (C-01.2) sign: 

 

CLOSED TO ALL VEHICLES IN BOTH DIRECTIONS  

(b) Notification that all vehicular traffic is prohibited in both directions shall be given by sign 

C, 2, "CLOSED TO ALL VEHICLES IN BOTH DIRECTIONS".  

C, 2 (C-02.0) notifies that all vehicular traffic is prohibited in both directions. 

Image of a permitted variant of C, 2 (C-02.0) sign: 

 

(c) Notification that entry is prohibited for a certain category of vehicle or road-user only, 

shall be given by a sign bearing as a symbol the silhouette of the vehicles or road-users whose 

entry is prohibited. Sign C, 3a; C, 3b; C, 3c; C, 3d; C, 3e; C, 3f; C, 3g; C, 3h; C, 3i; C 3j; C, 

3k; and C, 3l shall have the following meanings:  

 NO ENTRY FOR ANY POWER DRIVEN VEHICLE EXCEPT TWO -WHEELED 

MOTOR CYCLES WITHOUT SIDE -CAR 

C, 3 a (C-03.1) notifies that entry is prohibited for any power driven with more than 

two wheels.  

Image of a permitted variant of C, 3 a (C-03.1) sign: 

 

 C, 3b "NO ENTRY FOR MOTOR CYCLES "   

C, 3 b (C-03.2) notifies that entry is prohibited for motor cycles.  
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Image of a permitted variant of C, 3 b (C-03.2) sign: 

 

NO ENTRY FOR CYCLES 

C, 3 c (C-03.3) notifies that entry is prohibited for cycles "NO ENTRY FOR CYCLES"  

Image of a permitted variant of C, 3 c (C-03.3) sign: 

 

NO ENTRY FOR MOPEDS 

C, 3 d (C-03.4) notifies that entry is prohibited for mopeds "NO ENTRY FOR MOPEDS"  

Image of a permitted variant of C, 3 d (C-03.4) sign: 

 

NO ENTRY FOR GOODS VEHICLES 

C, 3 e (C-03.5) notifies that entry is prohibited for goods vehicles "NO ENTRY FOR 

GOODS VEHICLES" 

The inscription of a tonnage figure, either in a light colour on the silhouette of the vehicle or, 

in accordance with Article 8, paragraph 4 of this Convention, on an additional panel placed 

below this sign C, 3e, shall mean that the prohibition applies only if the permissible 

maximum mass of the vehicle or combination of vehicles exceeds that figure. 


