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 Proposal for Supplement 5 to the 02 series of amendments to 
UN Regulation No. 129 (Enhanced Child Restraint Systems) 

Paragraph 4.5., amend to read: 

"4.5. Integral Enhanced Child Restraint Systems that can be used forward and 

rearward facing, shall have the following label permanently attached on the 

part hosting the child and visible to the person installing an Enhanced Child 

Restraint System in the vehicle: 

The manufacturer shall be permitted to include the word "months" to explain 

the symbol "M" in the label. The word "months" should be in a language 

commonly spoken in the country or countries where the product is sold. More 

than one language is allowed. 

Minimum label size 40 x 40 mm 

 

 
 

Integral Enhanced Child Restraint Systems that can be used forward facing 

only shall have the following label permanently attached on the part hosting 

the child and visible to the person installing an Enhanced Child Restraint 

System in the vehicle: 

The manufacturer shall be permitted to include the word "months" to explain 

the symbol "M" in the label. The word "months" should be in a language 

commonly spoken in the country or countries where the product is sold. More 

than one language is allowed. 

Minimum label size 40 x 40 mm 

Forbidden sign – red 

Label outline, vertical and 

horizontal lines black 

Square – green 

Background 

white 

Top symbol white 

on black 

background  

All text black on 

yellow or amber 

background 

Background 

white 
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" 

Paragraphs 6.6.4.4.1.1. and 6.6.4.4.1.1.1., amend to read: 

"6.6.4.4.1.1.  Forward facing Enhanced Child Restraint Systems  

Head excursion: No part of the head of the dummy shall pass beyond the planes 

BA, DA and DE as defined in Figure 1 below. However, the head of the 

dummy may pass beyond the DE plane, if there is part of the child restraint 

structure, i.e. head pad or backrest, behind the head of the dummy, at the point 

the head passes the DE plane. 

This shall be judged up to 300 ms or the moment that the dummy has come to 

a definitive standstill whatever occurs first.  

Except for booster seats when testing using Q10 dummy where:  

(a) The value in relation to the DA plane is 840 mm; and  

(b) The value in relation to the BA plane is 550 mm; and  

(c) The rebound phase is not considered for the assessment of the plane DA 

and DE. 

6.6.4.4.1.1.1. Where a test is conducted in accordance with paragraph 6.6.4.1.6.2. or 

paragraph 6.6.4.1.8.2. above, a tolerance of +10 per cent shall be applicable to 

the head excursion value distance between Cr point and plane AB." 
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Figure 1  

Arrangement for testing a forward-facing device 

" 

Paragraph 10.2., amend to read: 

"10.2. The minimum requirements for conformity of production control procedures set 

forth in Annex 12 to this Regulation shall be complied with.  

The conformity of production procedures and all assessments shall follow the 

regulatory provisions applied at the time of the approval or, if applicable, 

extensions thereof." 

Paragraph 14.3.3., amend to read: 

"14.3.3. For integral forward facing Enhanced Child Restraint Systems, the following 

information shall be clearly visible on the exterior of the packing: 

For integral Enhanced Child Restraint Systems that can be used forward and 

rearward facing, the following information shall be clearly visible on the 

exterior of the packing: 

 

" 

  

"IMPORTANT – DO NOT USE BEFORE THE CHILD’S AGE EXCEEDS 

15 MONTHS (Refer to instruction)". 

"IMPORTANT – DO NOT USE FORWARD FACING BEFORE THE 

CHILD’S AGE EXCEEDS 15 MONTHS (Refer to instruction)". 
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Annex 2., amend to read: 

"Annex 2 

Arrangements of the approval mark 

 

… 

 

… 

 

… 
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The Enhanced Child Restraint System bearing the above approval mark…125 cm–150 cm 

size range… 

… 

In case of combinations, for example an Enhanced Child Restraint System, that is approved 

as an i-Size Booster seat from 100 cm – 125 cm and from 125 cm – 150 cm as a Specific 

Vehicle Booster seat, the approval marked is to be combined as given below.  

 

Combinations can only be made for those allowed by paragraph 3.2.2. 

Arrangements of the module mark in combination with an 

approval mark 

Current examples given to be deleted and replaced by the following: 

 

The Enhanced Child Restraint System module bearing the above module marks is capable of 

being used in a rearward facing mode with the base "brand name and model name", for the 

85 cm–105 cm size range and with a mass limit of 18 kg; approved according to UN 

Regulation No. 129-02 under the number 022441. 
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The Enhanced Child Restraint System module bearing the above marks is also capable of 

being used in a forward facing mode with the base "brand name and model name", for the  

85 cm–105 cm size range and with a mass limit of 18 kg; approved according to 

UN Regulation No. 129-02 under the same number 022441. 

The approval number indicates that the approval was granted in accordance with the 

requirements of the UN Regulation concerning the approval of Enhanced Child Restraint 

Systems used on-board motor vehicles as amended by the 02 series of amendments. 

Examples of the symbols to be used on the module mark are given in the figures below. As 

chosen by the Enhanced Child Restraint Systems manufacturer, one of the symbols or an 

equivalent shall be used on the module mark. 

" 

 

    


