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Insert a new paragraph 2.7.25., to read:

“2.7.25. “objective luminous flux” means a design value of the luminous
flux of a replaceable light source.  It shall be achieved, within
the specified tolerances, when the replaceable light source is
energized by the power supply at the specified test voltage, as
indicated in the data sheet of the light source.”

Paragraph 2.16.1., amend to read:

“2.16.1. “A single lamp” means a device or part of a device having one
lighting or light-signalling function, one or more light source(s)
and one apparent surface in the direction of the reference axis,
which may be a continuous surface or composed of two or more
distinct parts meeting the requirements of paragraph 5.7.1. below.

For the purpose of installation on a vehicle, a “single lamp” also
means any assembly .....”

Insert a new paragraph 5.7.1., to read:

“5.7.1. Where a “single lamp” is composed of two or more distinct parts,
it shall satisfy the following requirements:

5.7.1.1. the total area of the projection of the distinct parts (composing
the apparent surface in the direction of the reference axis) on a
plane tangent to the exterior surface of the transparent material
and perpendicular to the reference axis shall occupy not less than
60 per cent of the smallest quadrilateral circumscribing the said
projection or,

the maximum distance between two adjacent/tangential distinct
parts (composing the apparent surface in the direction of the
reference axis) shall not be more than 15 mm measured
perpendicularly to the reference axis.

5.7.1.2. No distinct part of a single lamp shall be separated from another
distinct part of that lamp by any part of the apparent surface of
another lamp of a different colour.”

Insert a new paragraph 5.23., to read:

“5.23. Lamps shall be fitted in a vehicle in such a way that the light
source can be correctly replaced without the use of special tools,
according to the instructions of the vehicle manufacturer.  This
requirement is not applicable to devices approved with a non-
replaceable light source.”

Paragraph 5.23. (former), renumber as paragraph 5.24.

Paragraph 6.2.9., amend the last subparagraph to read (footnote 4/ not
modified):

“......
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Dipped-beam headlamps with a light source having an objective
luminous flux which exceeds 2,000 lumen shall only be installed in
conjunction with the installation of headlamp cleaning device(s)
according to Regulation No. 45 4/.  In addition, with respect to
vertical inclination, the provisions of paragraph 6.2.6.2.2. above
shall not be applied.”

________ 


