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 I. Proposal 

Paragraphs 2.4.8. and 2.4.9., amend to read: 

“2.4.8. "Remote Controlled Parking (RCP)" means an ACSF of category A, actuated by 

the driver, providing parking or low speed manoeuvring. The actuation is made in 

close proximity to the vehicle or the vehicle combination. 

2.4.9. "Specified maximum RCP operating range (SRCPmax)" means the maximum 

distance between the nearest point of the motor vehicle or of the contour of both 

vehicles in case of vehicle combination and the remote control device or 

alternatively the driver (for systems based on detection of driver position and 

movement), up to which ACSF is designed to operate.” 

 II. Justification 

1. The proposal aims to clarify the provisions for ACSF of category A Remote Controlled 

Parking (RCP) for vehicle combinations. The current definition for RCP SRCPmax sets a maximum 

limit of 6m distance to the motor vehicle, which is insufficient in situations where the operation 

is supervised by the driver located behind the vehicle combination. 

2. In reverse parking / manoeuvring-situations this condition offers safety advantages, as the 

driver can see better what is behind the trailer. 

3. All paragraphs providing requirements for a Remote-Controlled Parking system remain 

unchanged and applicable to the vehicle combination. 

4. Most notably, collision avoidance and obstacle detection in the manoeuvring area as 

required by paragraph 5.6.1.1.4. is to be proven during the approval process. 

5. The demonstration of safe system behaviour under fault and non-fault conditions and 

appropriate measures to allow adequate sensor visibility of the manoeuvring area remains to be 

subject to discussion and agreement between the manufacturer and the Technical Service and 

shall be described in Annex 6. 

6. Overhanging cargo remains under the driver’s responsibility, when driving reverse, with 

or without a trailer. 

Figure 1 

Illustration of the situation for the vehicle combination and the driver and of the “specified 

maximum RCP operating range (SRCPmax)” in this case 

𝑆𝑅𝐶𝑃𝑚𝑎𝑥= 6m around the contour of the vehicle combination 

 

     


